KILOMETER POST |SHEET| TOTAL

Teﬂmt\')mﬂom D‘ST‘ COUNTY ‘ ROUTE TOTAL PROJECT | NO. |SHEETS
ul OX
oo Cast iron F \ curb sealont ‘ ‘ ‘ [
':.' s frame and cover See Note 7 TR See Notes .2, 5.6 and 3 tri
-‘é"‘: 7 etrie REG CTRICAL ENGINEER
= [AEIE e . IR\ soening B AT T 2 \ 4
RRRRRR% : ushing o
0‘:.:.:':‘:.:.0 AC or other material . Roadway July I, 1999
Flush with KX approved by the Conautt /See Note 3 See Note 4 PLARS. APPROVAL DATE
pavement Engineer See Note 6 The State o Californla or Its offlcers or
365 Cast iron agents shall not be responsible Tor fhe accuracy
285 w6 60 mm Do holes 25 mm High, Typ o campicansss of lecironic copies of s pion
Precast - " -
Procost fmj e i Do o b CURB_TERMINATION DETAILS
concrete box Throat Dia compound after V!
- installing conductors. G' w
YROA 230 D x 300 mm high i i
' _[>‘.l> NOTE mm & _>< mm  higl AC overlay if required
_ = Sawed slots to loops valve box with
Conductors or cables Use for Type A defector handhole \ cast iron Iid 50 Min AC (in ftrench)

on pavement resurfacing only.

twist loop conductor pairs

See Nofes I,2 and 3 LOCKING GRADE RING

X

¥
B | W2

Conduit fo fermingtion
pull box. See Note 6.

Portland cement concrete Q N N
D N Loop wires in
c . o K 25 Min 7 > sawed slot
) onduit to termination c b‘L 24 .
75 Min around 25 pull box. See Note 6. il 0 MT} Twist loop AP
the handhole 7| — S TOP conductor 2 s
Clean, crushed rock sump _— pairs N N N
2™ 4™ a” a
=t
TYPE A DETECTOR HANDHOLE DETAIS N U ©
N a. 2IC, Type 3 condult 150 mm o
T . l long minimum, plug both ends 6‘00 KWT of n 4IC Type 3 Min, (7
1 with caulking compound slack in eac 230 mm Min depth
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